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QTY 
P/N 
DESCRIPTION 


1 
C20-600 
BELL CRANK 
1 
C20-660 
BELL CRANK INSERT 


NOTES: 
1) MATERIAL: N/A 
2) HEAT TREAT: N/A 
3) FINISH: NICKEL PLATE PER MIL-C-26074 CLASS 1/2 GRADE B OR SAE-AMS-QQ-N-290 CLASS 1 GRADE E/F OR ASTM B733 TYPE 4/5 SC2 
4) TOLERANCES: X.X = +/- 0.1'' / +/- 1 
X.XX = +/- 0.01'' / +/- 0.5 
X.XXX = +/- 0.005'' / +/- 0.1 
X.XXXX = +/- 0.0005'' / +/- 0.05 
PARALLELISM, ECCENTRICITY AND SYMMETRY ABOUT ALL CENTER LINES = +/-0.005'' 
5) UNITS: INCHES UNLESS OTHERWISE NOTED 
6) BREAK SHARP EDGES: N/A 
7) IDENTIFICATION: N/A 


REV. 
DESCRIPTION 
ECN # 
BY 


D 


REFER TO REV. 3 FOR CHANGES MADE IN PREVIOUS REVISIONS 
UPDATED DRAWING TEMPLATE AND REORGANIZED VIEWS 


C20-600A REVISED FINISH NOTE 
C20-600 REVISED FINISH NOTE. ADDED NOTES 8 AND 9. REMOVED 
39° DIMENSION AND ADDED 21.0° FOR EASIER INSPECTION. 
C20-660 REVISED FINISH NOTE. ADDED NOTES 8 AND 9. 
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C20-600A BELL CRANK ASSEMBLY 
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BELL CRANK 


C20-660 
BELL CRANK INSERT 
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9 
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0.0025 A 
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0.6255 
0.6252 
0.875 
0.745+ 
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0.000 
0.002 


0.624+ 
- 
0.000 
0.003 


0.02 X 45.0° CMF 
TYP 


0.521 
1.239 


0.179 


2.654 


3.35 


1.063 


32.354° 


51.354° 


32.354° 


51.354° 


0.413 
0.67 


VIEW C-C 


0.25 
0.13 


NOTES: 
1) MATERIAL: 4140/4142 ALLOY STEEL 
2) HEAT TREAT: 40-44 HRC 
3) FINISH: N/A 
4) TOLERANCES: X.X = +/- 0.1'' / +/- 1 


X.XX = +/- 0.01'' / +/- 0.5 


X.XXX = +/- 0.005'' / +/- 0.1 


X.XXXX = +/- 0.0005'' / +/- 0.05 


PARALLELISM, ECCENTRICITY AND SYMMETRY ABOUT ALL CENTER LINES = +/-0.005'' 
5) UNITS: INCHES UNLESS OTHERWISE NOTED 
6) BREAK SHARP EDGES: 0.005 TO 0.010 
7) IDENTIFICATION: MACHINE ENGRAVE S/N AS SHOWN 
8) DIMENSIONAL LIMITS APPLY AFTER PLATING PER C20-600A UNLESS OTHERWISE NOTED 
9) DIMENSIONAL LIMITS APPLY BEFORE PLATING 
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NOTES: 
1) MATERIAL: 4140/4142 ALLOY STEEL 
2) HEAT TREAT: 40-44 HRC 
3) FINISH: N/A 
4) TOLERANCES: X.X = +/- 0.1'' / +/- 1 


X.XX = +/- 0.01'' / +/- 0.5 


X.XXX = +/- 0.005'' / +/- 0.1 


X.XXXX = +/- 0.0005'' / +/- 0.05 


PARALLELISM, ECCENTRICITY AND SYMMETRY ABOUT ALL CENTER LINES = +/-0.005'' 
5) UNITS: INCHES UNLESS OTHERWISE NOTED 
6) BREAK SHARP EDGES: 0.005 TO 0.010 
7) IDENTIFICATION: N/A 
8) DIMENSIONAL LIMITS APPLY AFTER PLATING PER C20-600A UNLESS OTHERWISE NOTED 
9) DIMENSIONAL LIMITS APPLY BEFORE PLATING 
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C20-660 BELL CRANK INSERT 
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